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This report  summarizes progress on NASA 

during the first semiannual period beginning i n  

A s  of t h i s  reporting date, construction - 

Grant NGR-05-009-030 

March, 1966. 

of the accelerator and 

the associated vacuum f a c i l i t y  i s  completed. The accelerator has been 

operated with argon propellant, and an i n i t i a l  survey of i t s  impedance 

character is t ics  has been made. Results of these tests w i l l  be summaxized 

later i n  t h i s  report .  We will f i r s t  out l ine the general engineering 

features  of the device i t s e l f ,  i n  terms of problems ar is ing from our 

project  c r i t e r i a ,  and the solutions t o  them. 

Accelerator Design 

The purpose of t h i s  program i s  t o  determine, a s  far as possible, 

the in t e r io r  physical character is t ics  of an MPD arc  which i s  itself 

representative of the a rcs  being investigated f o r  possible thrustor  

application. 

t i a l l y ,  and thus, i f  these probes are  t o  survive i n  the -100 kw arc 

Probes are  to  be our  main diagnostic tool,  a t  l e a s t  i n i -  

environment, the current flow must be held t o  short pulses. Short pulse 

operation a l so  has the advantage tha t  given a suff ic ient ly  large vacuum 

tank, the background pressure w i l l  not have a chance to  rise s ignif icant ly  

even i f  the pumping system i s  slow; thus, conditions more representative 

of a space environment can be maintained. 

A caution which must be exercised when employing pulsed operation, 

however, i s  t h a t  a t rue steady s t a t e  must be achieved during the pulse i n  

order t ha t  the observed arc behavior may be taken as representative of D.C. 

devices. Voltage, current, gas flow, and field dis t r ibut ions must hold 

steady during a major par t  of the “on time. ” a , 
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We have selected 500 microseconds a s  a pulse length which i s  

probably much longer than any typical  MHD or electrodynamic time con- 

s tants  of the system, ye t  far shorter than the time it should take t o  

harm a probe. During t h i s  time, moreover, there  should be no returning 

pressure wave from the far end of our 8-foot tank, so a good vacuum 

' should be maintained. 

A half-millisecond is, however, f a r  too short a time i n  which t o  

heat the typical  solid tungsten cathode t o  thermionic emission tempera- 

tures.  For t h i s  reason, we have incorporated in to  our design concept a 

"flash-heated" cathode of th in  tungsten sheet, which is brought t o  emis- 

sion temperature i n  a f rac t ion  of a second j u s t  pr ior  t o  the discharge. 

I n  order tha t  the in te r ior  of the discharge region might be mapped 

with acceptable resolution w i t h  real izable  probes, it was decided to  make 

the overal l  scale s ize  of t h i s  device considerably larger  than what might 

be called typical  of MPD arcs. 

simpler than usual. 

The geometrical configuration i s  a lso much 

It w a s  recognized tha t  t h i s  departure ca r r i e s  with it 

some hazard of producing atypical arc operation, also; however, the design 

selected can be eas i ly  m o d i f i e d  by simple electrode in se r t s  i n  order t o  

approximate exis t ing arcs, and so the design w a s  not regarded as too much 

of a gamble. 

t h a t  quite representative MPD arc operation has been achieved, as will be 

described l a t e r . )  . 

(The ultimate jus t i f ica t ion  fo r  the design has been, however, 

The f i n a l  novel design requirement generated by our pulse mode i s  

one for  a fast-opening gas flow system which w i l l  es tabl ish a very uniform 

flow suitable for  the arc  i n  a time substantially shorter than two sonic 

t r a n s i t  times of the vacuum tank. 
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System Detai ls  

We w i l l  describe the various components of the system i n  some 

de ta i l ,  here, with the aid of the photographs which const i tute  f igures  

1 through 6. 

Figure 1 shows the accelerator structure, overall .  The cylindri-  
z 

c a l  anode i s  a s ta in less  tube, 3.75 i n .  ins ide diameter, f i t t e d  t i gh t ly  

inside an alumina cylinder of 4.25" outside diameter which i s  cantilevered 

upon a nylon p l a t e  on the hinged cover p l a t e  of the vacuum tank. A narrow 

flange a t  the outer end of the anode supports a vacuum seal. 

f i e l d  coi l ,  potted inside a slotted aluminum housing, r e s t s  near the end 

of the support insulator.  

The bias 

I n  Figure 2, the cathode and insulator  can be seen. The cathode 

i s  a 1 cm wide band of 0.005" tungsten bent i n to  a "hairpin," and clamped 

t o  the two halves of a s p l i t  s ta in less  steel support rod. The insulator  

performs the functions of: a )  

ing it from the anode; b )  providing a vacuum ba r r i e r  between the discharge 

region and the atmospheric pressure region behind it; c )  

supply system. 

supporting the cathode structure and insulat-  

housing the gas 

Figure 3 shows the insulator and gas supply system i n  fu l l  scale. 

The insulator i s  machined from "Mikroy," a type of ceramic made from a 

f ine ly  divided and compacted glass  and mica mixture. 

p l a t e  which i s  cemented t o  i t s  rear surface, there i s  an annular chamber 

of  about 1 cm square cross section which feeds a se t  of twelve conical noz- 

z l e s  i n  the f ront  face. 

(- 1 cm ) high-pressure plenum by a very fast magnetic core valve. 

valve, pulsed by a 20 volt ,  10,000 microfarad e lec t ro ly t ic  capacitor and 

Beneath the s ta in less  

Gas i s  dumped in to  the annular chamber from a small 

3 The 
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SCR switch, achieves fill opening i n  l e s s  than 200 microseconds. (Pre- 

liminary gas flow measurements w i l l  be discussed l a t e r . )  

The cathode assembly i s  shown i n  Figure 4. The two halves of 

the main supply conductor are cemented t o  a thin f iberglass  separator, 

and potted inside an alumina sleeve. This structure achieves a vacuum 

seal against a step i n  the bore of the Mikroy insulator by means of the 

O-ring at the end of the alumina sleeve. 
, 

It extends rearward beyond the 

main tank w a l l  t o  a point where the main conductors from the cathode heat- 

ing supply and discharge pulse supply bo l t  t o  the s p l i t  rod. 

This external connection area a t  the r ea r  of the accelerator i s  

seen i n  Fig. 5 .  The rectangular box on the table  beneath the large flange 

contains a transformer which supplies the cathode heating pulse. 

cathode cold a t  the beginning of the pulse, approximately 200 amperes a re  

With the  

drawn from the 220 vo l t  primary l i n e  fo r  two or three cycles; as heating 

progresses, however, the load resistance *increases, and at the end of 0.3 

t o  0.4 seconds, the t o t a l  load power, now balanced entirely by thermal 

r a d i a t i o q i s  about 3 kw. 

primary power. 

A welding-type SCR control c i r cu i t  switches t h i s  

The aluminum straps which bring up the cathode heating power con- 

t inue upward past  the accelerator connection and are attached t o  one end 

of the secondary winding of the pulse transformer which rests 'on the top 

frame. 

of a large s i l icon rec t i f ie r ;  these two r e c t i f i e r s  have the i r  cathodes t i ed  

together and t o  the transformer secondary. 

cathode s t rap  receive the main pulse current identically,  since i n  t h i s  .cir- 

cu i t ,  the two r e c t i f i e r s  are i n  paral le l .  Y e t ,  as far as the  A.C. heating 

Each of the two s t raps  i s  actually bolted a t  t h i s  point t o  the anode 

In  t h i s  way, both sides of the 
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pulse i s  concerned, the r e c t i f i e r s  are  back-to-back, and so the two sides 

of the heating c i r cu i t  are not shorted by t h e i r  common connection t o  the 

pul se transformer 

The transformer i t s e l f  has the function of matching the discharge 

impedance, which i s  i n  the 50 t o  100 milli-ohm range, t o  the pulse form- 

ing network which serves as the energy source. 

terms of component values, layout inductance, and switching, t o  build a 

0.05 ohm, 100 vol t  p-ilse line, where an impedance of 5 ohms, f o r  example, 

i s  almost t r ivial ly  easy; thus, the transformer. 

It i s  qui te  d i f f i c u l t ,  i n  

"he transformer i s  wound on an o-core of 2-mil lamination thick- 

ness, which weighs about 40 pounds. The windings are made up of sand- 

wiched 6-in. wide s t r i p s  of 1 0 - m i l  aluminum. 

of two thicknesses each, and the secondary has 7 turns  of 12 thicknesses. 

As can be seen i n  Fig. 5, the  =-layer secondary conductor i s  brought d i -  

r ec t ly  out from the transformer and bolted t o  the anode flange a t  the rear 

of the accelerator. 

The primary has 50 turns  

The 5-ohm pulse l i n e  has s ix  sections, each with C = 8 pfd, and 

L = 200 ph, and can be charged t o  4 k i lovol t s  i f  necessary. 

serves as the switch. 

An ignitron 

Energy fo r  the b i a s  f i e ld  c o i l  i s  supplied by a 200 microfarad 

bank which can be charged t o  l k i l o v o l t .  A t  present, the maximum f i e l d  

at ta inable  i s  2400 gauss. 

Figure 6 i s  a general view of the en t i r e  ins ta l la t ion .  The vacuum 

tank i s  of 1/4" s ta in less  steel ,  and i s  4' i.d. and approximately 8' between 

the ends a t  the axis. The pumping system consists of a 140 cfb  Stokes fore- 

pump and a 16'' NRC o i l  diffusion pump with a l iquid nitrogen chevron cold t rap.  
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The relay racks contain vacuum controls ( r igh t  bay) and power, 

control, and delay c i r cu i t s  for the accelerator a re  i n  the center bay. 

The pulse l i n e  and bias energy banks are a l so  contained i n  these bays. 

Operating Sequence 

Several functions, a l l  t ransient  i n  nature, must be careful ly  

The ac tua l  se- synchronized for proper operation of the accelerator. 

quence i s  the following: 

1) The system f i r i n g  switch ac.tivates the cathode heating 

A square switching pulse, variable i n  width between 0.1 and pulser. 

0.5 seconds, i s  generated i n  t h i s  c i rcu i t ,  and i s  used i n  two ways. 

F i r s t ,  the pulse i t s e l f  turns  on the SCR which feeds 220 vol t  A.C. t o  

the heater transformer; secondly, the drop t o  zero a t  the end of the 

pulse i s  different ia ted t o  produce a timing f iduc ia l  which i n i t i a t e s  a l l  

other events. 

heater i s  turned of f .  

Thus, the main system i s  f i r ed  a t  the instant  the cathode 

This works f o r  the reason tha t  the thermal decay 

time of the cathode (- 0.5 second) i s  far longer than the en t i r e  time 

taken by the remaining events (< 

effect ively hot fo r  the discharge, while possible modulation of system 

character is t ics  by the presence of high A.C. currents i n  the ribbon dur- 

ing the shot i s  avoided. 

s.), and so, the cathode fs s t i l l  

2) The gas valve i s  opened. 

3 )  After a delay of 1 t o  10 milliseconds, (depending upon the 

propellant)  the f i e l d  c o i l  pulse i s  switched on. 

4) Exactly 2 milliseconds after the f i e l d  c o i l  is turned on 

( the  f i e l d  risetime), the main pulse l i n e  i s  fired. 
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Preliminary Measurements 

The system has been put i n to  i n i t i a l  operation with the use of 

argon as a propellant. 

parameters i s  the actual  pressure and flow velocity of argon supplied 

t o  the arc. We are preparing t o  do t h i s  caref’ully through the use of 

a sensit ive microphone-type gauge; fo r  now, however, we have only the 

r e l a t ive  pressure measurements from a Marshall fast ion gauge which a t  

l e a s t  show tha t  for  a period of several milliseconds, beginning at  from 

1 t o  5 milliseconds a f t e r  the valve command, there appears t o  be a very 

steady neutral  flow through the barrel .  

The principal unknown among the accelerator 

Aside from this,  w e  have made i n i t i a l  surveys of the arc impe- 

dance as a function of bias f i e ld  and discharge current, as well a s  a 

measurement of the self-f ie ld  (B ) of the arc a t  a f e w  points  i n  the  

interelectrode space, 
e 

We w i l l  present here only a br ief  summary of our i n i t i a l  observa- 

t ions.  These data m e  preliminary i n  the extreme; the i r  main value so 

far has been t o  show us tha t  the device which has been constructed can 

indeed be called an MPD arc. 

Our observations are the following: 

1) For a b i a s  f i e l d  of 1000 gauss, the arc voltage drop i s  about 

65 vol ts .  Because of some leakage inductance i n  the transformer, the 

r i se  of the current t o  i t s  steady value takes about 100 microseconds, and 

t h e  decay, beginning 400 microseconds l a t e r ,  a lso takes a b i t  over 100 

microseconds. 

d i a t e ly  a t  the beginning of the current rise, and maintains t h i s  l eve l  

throughout the pulse t o  n e a r 4  the end of the current decay. 

Yet, the voltage of the arc  jumps t o  65 vo l t s  almost imme- 

We me unable 
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t o  det  

current range of less than 50 amperes t o  more than 2000 amperes. 

t any significant dependence of voltage upon current i n  the 

2) Arc voltage depends upon b ia s  f i e ld ,  increasing with in- 

creasing f i e ld .  

and 2000 gauss) the drop i s  something l i k e  l inear  with BZ. 

Within a very res t r ic ted  range (between 1000 gauss 

c 

3)  In the 1000 gauss bias  - 1000 ampere area of discharge 

operation, there i s  evidence f o r  a rotat ing azimuthally asymmetrical 

discharge. A single B probe (carefully nulled against B pickup) dis-  0 Z 
played a fairly strong and pure 60 kc modulation superimposed upon i t s  

otherwise steady output, which corresponded t o  the 1000 ampere discharge 

current. The probe w a s  halfway between the electrodes and behind the 

cathode. A pai r  of B probes placed 180' apart  i n  azimuth showed a 

180" phase sh i f t  i n  t he i r  60 kc components, a r e s u l t  which strongly 

indicates  a rotat ion of the discharge at  t h i s  ra te .  

any displacement angle other than 180 , the  sense of the rotat ion could 

a l s o  have been obtained; as it is, t h i s  data  w i l l  have t o  be obtained 

l a t e r .  3 

0 

(Had w e  selected 

0 

The strength of t h i s  modulation appears t o  decrease with fncreas- 

ing B , and i t s  frequency a lso  decreases. Indeed, the mean ro ta t ion  

velocity, if w e  take Er = 30 v/cm, and a radius of 3 cm, appears t o  be 

just  Er/Bz. 

speed and the Alfven " c r i t i c a l  speed" of the propellant involved, but we 

have not done t h i s .  

Z 

One should probably look fo r  some Rresonance" between t h i s  

Present Activity 

The construction of the hydraulically operated probe carriage i s  

0 proceeding a t  present. It allows continuous mapping over a 6 X 6 inch area 
4 
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i n  two dimensions without reset t ing of the probe. 

i n  about a week, detailed probing can begin. 

With i t s  completion 

As mentioned ear l ie r ,  a sensit ive capacitor microphone pressure 

gauge i s  under construction. With it, we hope t o  be able t o  determine 

the density and velocity of the neutral  flow in to  the arc. 
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